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Available online 24 October 2018The recently discovered pressure-induced polymorphic transitions (PIPT) in high-entropy alloys (HEAs) have
opened an avenue towards understanding the phase stability and achieving atomic structural tuning of HEAs.
So far, whether there is any PIPT in the body-centered cubic (bcc) HEAs remains unclear. Here, we studied an or-
dered bcc-structured (B2 phase) AlCoCrFeNi HEA using in situ synchrotron radiation X-ray diffraction (XRD) up
to 42 GPa and ex situ transmission electron microscopy, a PIPT to a likely-distorted phase was observed. These
results highlight the effect of the lattice distortion on the stability of HEAs and extend the polymorphism into or-
dered bcc-structured HEAs.
© 2018 Acta Materialia Inc. Published by Elsevier Ltd. All rights reserved.Keywords:
X-ray diffraction (XRD)
Metal and alloys
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High-pressureHigh-entropy alloys (HEAs) are a new class of solid solutions con-
taining multi-principal elements (ﬁve or more) in equal or near-equal
atomic ratios, which have drawn extensive attention in themetallicma-
terials community [1–3]. Their unique compositions and atomic struc-
tures result in a combination of many superior properties for potential
applications, such as high ductility and strength over a wide tempera-
ture range, and excellent resistance to wear and corrosion [4–15]. Al-
though with complex compositions, HEAs tend to form simple solid
solutions with high structural symmetry, e.g., fcc (face-centered cubic),
bcc (body-centered cubic), and hcp (hexagonal close-packing) [16].
These simple structures were found to be highly stable during heating
over a large range from cryogenic temperatures up to the melting tem-
peratures in various HEAs [4,5,13], which provide promising candidates
for applications at extreme conditions. However, the high stability of
HEAs is surprising considering the rich polymorphism phenomena in
their typical constituent elements, such as Fe, Co, Mn, Zr, and Ti etc.
[17] Therefore,many efforts have beenmade to address their extraordi-
nary structural stability [16,18]. So far, the structural stability of HEAs is
believed to be strongly associated with the deliberately maximizedsure Science and Technology
epublic of China.
hpstar.ac.cn (Q. Zeng).
ier Ltd. All rights reserved.conﬁgurational entropy from a thermodynamic point of view, and also
the kinetic factor of extremely sluggish atomic diffusion caused by the
chemical-complexity induced packing disorder and considerable local
lattice distortion [13,14,19–23].
Recently, by employing pressure as an alternative tuning parameter
to study the phase stability of HEAs, pressure-induced phase transitions
were surprisingly revealed in someHEAs by different groups. [24–28] E.
g., pressure-induced irreversible polymorphic transitions from the fcc to
hcp phases were observed in the prototype CoCrFeMnNi HEA [24–26],
and in a medium-entropy alloy system of the NiCoCrFe alloy [27]. The
synthesized hcp CoCrFeMnNi HEA had an inverse transition from hcp
to fcc structures during heating at different pressures. Therefore, it clar-
iﬁed that the commonly-synthesized fcc phase is actually stable at rela-
tively high temperatures, while the hcpphase ismore favorable at lower
temperatures. [24] In another rare-earth system, an hcp-structured
HoDyYGdTb HEA, more complex transitions following the sequence
hcp→ Sm-type→ dhcp→ dfcc like those typically observed in the pure
rare earth elements were reported [28].
Besides the fcc and hcp, bcc-structured alloys (including both the
chemically ordered B2 and disordered A2 phases) are the other most
common HEAs that usually possess high yield strength, making them
promising for structural applications. Therefore, understanding the
phase stability of the bcc HEAs is of great importance and also has
been explored under high pressure. For example, Ahmad et al. studied
the compression behavior of the equimolar bcc TiZrHfNb and found no
Fig. 1. In situ high-pressure XRD patterns of the AlCoCrFeNi HEA at room temperature
during compression and decompression (a). The locally enlarged plot of the XRD
patterns of each peak upon compression (b) and decompression (c). The initial B2 phase
remains stable up to ~17.6 GPa upon compression, a phase transition indicated by the
(110) peak splitting starting at ~17.6 GPa. The new high-pressure phase may be partially
recovered to ambient pressure. The X-ray wavelength is 0.4959 Å. The number on each
pattern represents the pressure.
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the bcc structure of the Al2CoCrFeNi HEA was stable up to 60 GPa [30].
Guo et al. compressed the superconducting (TaNb)0.67 (HfZrTi)0.33
HEA up to 100 GPa, which remained in its bcc structure without any
structural transition [31]. These results show that bcc-structured HEAs
seem quite stable under high pressures up to at least tens of GPa,
which is different from the polymorphism observed in fcc or hcp HEAs.
However, the typical bcc structure of metallic materials has a much
lower packing density (~68%), compared with that of the fcc or hcp
structures (~74%); therefore, a denser structure is naturally expected
under high pressure. Moreover, most of the typical bcc-structured me-
tallic elements, such as alkali metals, iron, vanadium, and europium,
etc., show rich polymorphism at quite low pressures, mostly at
~10GPa [17,32,33]. Thus, an intriguing and important question is raised:
is polymorphism really possible in the bcc-structure (A2 or B2 phase)
HEAs?
To address this question, we chose a prototype bcc-structured HEA,
the equiatomic AlCoCrFeNi alloy as the model system to study the bcc
structural evolution and possible polymorphism under high pressure
using in situ high-pressure synchrotron X-ray diffraction (XRD). Wang
et al. [34] reported that in the AlxCoCrFeNi HEA system, the atomic
structure is susceptible to the Al content, e.g., it can possess an fcc struc-
ture when x b 0.5, and bcc (A2/B2) phases with x N 0.9, or a mixture of
fcc and bcc (A2/B2) phases with 0.5 b x b 0.9. The increase of the Al con-
tent could signiﬁcantly stabilize the bcc structure. Therefore, in this
work, to lower the relative stability of the bcc structure and subse-
quently decrease the possible critical pressure required for the phase
transitions, we chose the composition near the fcc and bcc boundary,
the bcc-structured equiatomic AlCoCrFeNi HEA as a model system.
An ingot of the AlCoCrFeNi master alloy was produced by arc-
melting a mixture of pure constituent elements, Al, Co, Cr, Fe, and Ni
(99.99 atomic percent) under a Ti-gettered high-purity argon atmo-
sphere. The ingot was remelted at least four times to ensure chemical
homogeneity. Thin ribbon samples (~30 μm in thickness) were pre-
pared using the single-roller melt-spinning method with a copper
wheel speed of 30 m/s under an argon atmosphere to obtain samples
with small grains for the high-pressure study. The crystal structure of
the as-prepared melt-spun AlCoCrFeNi ribbon sample was found to be
B2 (space group: Pm-3m) with a lattice constant a = 2.878 Å. Usually,
a B2/A2 mixture phase was obtained for the composition AlCoCrFeNi
in melt-casting and the B2:A2 volume ratio varies with the synthesis
conditions [34,35]. The likely single B2 phase obtained in this work
may be attributed to the ultrafast quenching rate in melt-spinning.
The composition homogeneity was checked by energy-dispersive X-
ray spectroscopy (EDS). A composition closed to the nominal value,
and homogeneous spatial distribution was conﬁrmed (Supplementary
Fig. 1). In situ high-pressure angle-dispersive XRD experiments were
performed on the AlCoCrFeNi ribbon sample at the beamline 12.2.2, Ad-
vanced Light Source (ALS), Lawrence Berkeley National Laboratory
(LBNL), USA. The X-raywavelength was 0.4959 Å. The detector position
and orientation were calibrated using the CeO2 standard. High pressure
was generated using a symmetric diamond anvil cell (DAC)with a culet
size of 400 μm. The gasket was the T301 stainless steel, and the
pressure-transmitting medium was silicone oil. Pressures were deter-
mined using the ruby ﬂuorescence [36]. One-dimensional (1D) XRD
patterns were obtained by integrating the two-dimensional (2D) dif-
fraction images along the azimuth angle from 0° to 360° using the
Dioptas software [37].
The XRD patterns collected during both compression and decom-
pression are shown in Fig. 1a. With increasing pressure, all the diffrac-
tion peaks shift to larger two-theta angles. Meanwhile, they also
present dramatic change of both peak intensity and width. More de-
tailed information can be found in Fig. 1b. Below 17.6 GPa, the diffrac-
tion peaks of the B2 phase show a slight intensity decrease. Above
17.6 GPa, all the peak intensities drop signiﬁcantly, but not in a consis-
tent way, e.g., the (100), (200) and (111) peaks become extremelybroad and weak, the (100) and (200) peaks are almost invisible above
25 GPa. This feature is not the case for the strongest (110) peak,
whose peak width increases dramatically with the pressure above
17.6 GPa, and a visible new peak emerges on its left shoulder at
17.6 GPa and gradually increases its intensity at the expense of the ini-
tial (110) peak. The relative intensity of the new peak and the initial
peak starts to reverse above 34 GPa. These results suggest a high-
pressure induced phase transition starts at ~17.6 GPa.
Upon decompression (see Fig. 1a and c), the (111) peak retains its
peak intensity and peak width, while the other peaks gradually recover
Fig. 2. Pressure dependence of the AlCoCrFeNi HEA d-spacings and volume. (a) The d-
spacings associated with the major Bragg peaks of the initial B2 phase and the new
phase (shown in solid blue triangle for compression and open blue triangles for decom-
pression) change with increasing pressure. The error bars are smaller than the symbol
sizes. (b) The average volume per atom for the initial B2 phase are calculated as a function
of pressure. The volume data can be well ﬁtted using the third-order Birch-Murnaghan
EOS (dashed line).
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pression process. However, the peak width of the (100) and (200)
peaks do not go back to their initial values.Moreover, the (110) peak re-
mains asymmetrical and split, indicating the partial reversibility of the
phase transition. To conﬁrm that this peak splitting and weakening is
not associated with the speciﬁc synthesis method of melt-quenchingFig. 3. Transmission electronmicroscopy (TEM) image and selected area electron diffraction (SA
of the different grains is caused by their various crystallographic orientations. The SAED data co
high pressure recovered (d) samples.(extremely high quenching rate), another bulk sample obtained by
the copper-mold-casting method was also studied by in situ high-
pressure XRD with helium as the pressure medium at the beamline
16-ID-B, Advanced Photon Source (APS), Argonne National Laboratory
(ANL), USA. Similar results with peak splitting and weakening were
also observed with only a slight difference in the transition pressure
(Supplementary Fig. 2).
TheXRD peaks in Fig. 1awere ﬁtted using a Voigt line proﬁle and the
peak positions are presented in d-spacings as a function of pressure in
Fig. 2a. The (100), (111), and (200) peaks are only shown below
17.6 GPa because they are almost invisible above 17.6 GPa. For the
(110) peak, above 17.6 GPa obvious peak splitting takes place with an
extra new peak emerged with a slightly larger d-spacing value and
coexisting with the initial (110) peak up to 42 GPa. During decompres-
sion, the split peaks almost follow the same trend as that in the com-
pression process, suggesting a likely irreversible transition. Below
17.6 GPa, the relatively high quality XRD data of the initial B2 phase en-
ables us to calculate the sample volume as a function of the pressure.
The volume data of the initial B2 phase shown in Fig. 2b can be well
ﬁtted by the third-order Birch-Murnaghan isothermal equation of
state (EOS) [38], with an isothermal bulk modulus B0 = 150 ±
2.5 GPa and its pressure derivative B0′ ﬁxed at 4.
Due to the severe peak weakening and broadening above 17.6 GPa,
the new phase after the pressure-induced phase transition of the
AlCoCrFeNi HEA is challenging to be identiﬁed. Themost noticeable fea-
ture of the new phase is the splitting of the (110) peak. Since no other
new peaks appear and some peaks of the initial B2 phase are severely
weakened, the splitting of a peak during compression could be mostly
caused by a pressure-induced transition with severe lattice distortion
[39]. Speciﬁcally, there are three possible scenarios: the ﬁrst one is
that the high-pressure phase is a mixture of the initial B2 phase and a
new body-centered tetragonal (bct) phase, which can be viewed as a
distortion of the B2 structure with a slight change of the a/c ratio. In
this case, the peak splitting of the peak (110) should contain three
peaks, namely the (110) peak of the initial B2 and the new (101) and
(110) peaks of the bct phase. The other possibility is that the splitting
of the (110) peak is caused by two (110) peaks from two B2 phases,
and the two B2 phases have slightly different d-spacings of the (110)
peaks due to distortion. The third possibility is that an fcc phase is stabi-
lized by high-pressure even though its Al content is above the critical
value (0.9) for the fcc stable zone at ambient conditions [34]. Therefore,
the peak splitting may be attributed to the emergence of the fcc (111)
peak on the left shoulder of the initial B2 (110) peak.
However, it is almost impossible to directly clarify the origin of the
splitting of the (110) peak based on the existing in situ high-pressureED) images of the as-prepared sample and the sample recovered from42GPa. The contrast
nﬁrm that the ordered bcc structure (B2) phases are themajor phases in the initial (b) and
Fig. 4. An HRTEM image (a) and FFT of the local regionmarked by a red dashed circle (b) and of the other regions (c) in the image of the AlCoCrFeNi HEA sample recovered from 42 GPa.
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versible or partially reversible, we employed transmission electron mi-
croscopy (TEM) to further study the atomic structure in the sample
recovered from high-pressure (JEM-2100F Field Emission Electron Mi-
croscope, 200 keV). The TEM samples were prepared by focused ion
beam cutting (FEI Versa 3D). The primary phases in both the as-
prepared and recovered samples are conﬁrmed to be B2 (Fig. 3). There
is no clear evidence for the existence of bct or fcc phase according to
the SEAD images of several tested samples. However, in some resolution
transmission electron microscopy (HRTEM) images of the recovered
samples (Fig. 4), we do ﬁnd that the splitting of the (110) peak can be
conﬁrmed by two pairs of slightly different (110) spots in the Fast Fou-
rier Transform (FFT) of the HRTEM images (Fig. 4a). By carefully analyz-
ing the HRTEM images, it is clear that the splitting of the (110) peak is
associated with the seemingly disordered area, which could be caused
by high-distortion of the lattice.
Since it is not clear whether the high-pressure phases could not be
fully recovered to ambient conditions or not according to the in situ
XRD data, the results obtained by TEM, HRTEM, and SAED on the recov-
ered sample may not reﬂect the real or major phases under high pres-
sure. Thus, any of the three scenarios proposed above cannot be
entirely ruled out in this study. All three scenarios can cause (110)
peak splitting by the lattice distortion along the same [33] planes but
yield different a/c ratios, e.g., c/a= 1 in a B2 phase, c/a ≠ 1 in a typical
bct phase, and c/a=
ﬃﬃﬃ
2
p
in an fcc phase [40,41]. Furthermore, the coex-
istence of the B2 and/or bct or fcc phases with different a/c ratios should
induce a signiﬁcant amount of strains and defects, which could ruin the
coherence of the phase among the grains. This could explain why most
of the peaks gradually diminish their intensities with pressure and
nearly disappear at high pressures, except for the peak of (110). The de-
tailed mechanism of the phase transition in the AlCoCrFeNi HEA could
bemuchmore complicated than that of typical pure elements or simple
alloy systems since many aspects can be involved, including the chem-
ical order/disorder, the considerable local atomic distortion, the mag-
netic states, and their evolution under high pressure [24,25].
Nevertheless, it is clear that severe lattice distortion developed during
compression plays an essential role in the phase transitions and struc-
tural destabilization observed in the B2 AlCoCrFeNi HEA. This result is
consistent with the previous theoretical studies that the lattice distor-
tion effect is more signiﬁcant in the bcc- than the fcc-structured HEAs
and the local lattice distortion is sensitive to pressure [20,21]. In an ef-
fective elastic mediummodel of chemically disordered equimolar com-
plex alloys proposed by Ye et al., the atomic scale lattice distortion are
revealed to build up a non-symmetric residual strain ﬁeld with atomic
scale ﬂuctuations [23], and this kind of non-symmetric residual strain
ﬁeld is usually regarded as a direct cause to induce a potential phase
transition.In summary, we studied the atomic structural evolution of the or-
dered bcc-structured (B2) AlCoCrFeNi HEA during compression up to
42 GPa and a followed decompression process to ambient pressure
using in situ synchrotron radiation XRD in a DAC. We observed peak
splitting of the (110) peak, and peak broadening and weakening of
the other peaks above ~17.6 GPa. Upon decompression, the high-
pressure phase may be partially recovered to the ambient conditions.
Combining ex situ HRTEM with in situ XRD data, we discussed the pos-
sible atomic structure of the high-pressure phases and the possible
mechanism, and believe the phase transition is closely associated with
severe lattice distortion in the {110} planes of the initial B2 phase. A
pressure-induced polymorphic phase transition in a bcc-structured (or-
dered B2 phase) HEA has been observed. However, the atomic structure
of the high pressure phase is not conclusive in this work and requires
the help of theoretical simulations in the future. Considering the
pressure-induced phase transitions that have been previously reported
in fcc and hcp HEAs, we expect that polymorphism may be a common
phenomenon in various HEAs. Pressure could be a powerful tool for un-
derstanding the structural stability and lattice distortion of HEAs, and
also synthesizing novel HEAs, which are otherwise not readily obtain-
able by other means.
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